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FTTCab                   FTTC                     FTTB	                  FTTH

ONU capacity

1~3 Km 

2Mbps 

POTSŀ
ADSL/ADSL2+

POTSŀ
ADSL/ADSL2+

XDSLŀFEŀ
POTS

FEŀPOTSŀ
WLANŀATM

SFU/SBU (class A)

128~512 Lines
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FT

TX
 C

at
al

og

With the rapid development of 3D video, online video, high-speed Internet games and high-de�nition 
television (HDTV), users are demanding broadband services with greater bandwidth. Compared to 
MODEM and T1, FTTX offers users the increased bandwidth they need. The FTTX range covers a broad 
variety of optical fiber distribution solutions. It includes:  Fiber-To-The-Home (FTTH), Fiber-To-The-
Building (FTTB), Fiber-To-The-Curb (FTTC) and Fiber-To-The-Cab (FTTCab).

ADC Century Man provides you with leading experience and expertise in optical �ber distribution. Our 
long-term relationship with operators enables us to meet the rising demands of FTTX and provide you 
with the precise solutions to match your needs.

Parameters of FTTX

Typical distance between 
ONU and the user

Typical application
bandwidth

General technologies for 
ONU-side user-access

ONU device type

Hundreds of lines Tens of lines Single User

Less than 100m

ONU (class C) ONU(class C) MDU/MTU(class B)

More than 300 Mbps

100mŉ1Km

2ŉ8Mbps 8ŉ16Mbps

+86  755  33962288+86 755  33962288
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GPX97/98 Optical Distribution Cabinet/Frame

Overview

Easy to operate, safe and reliable, the GPX97/98 Optical Distribution Cabinet/Frame from ADC Century 
Man provides you with a range of reliable functions.  These include connection, distribution and dispatch 
for outside plant optical �ber cables, optical active equipment in central of�ce. 
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Description

Ə>> Modular design, with commonality and interchangeability between  modules provides �exibility 

and allows different functional groupings.
Ə>> With a range of models, the GPX97/98 series meet requirements.
Ə>> Speci�cally designed to operate safely and easily.

Note: Due to various products, if you need details information, please contact us or refer to other product data.

Universal Cabinet

Overview

The TYGL series from ADC Century Man offers you a range of 19" universal racks/cabinets. They provide 
stable installation and reliable protection for communication equipment housed in central of�ce, as well 
as power supplier.

Description

Ə>> Frame-type assembling structure, all external �ttings can be fully adjusted for maximum �exibility.
Ə>> Compact design ensures an elegant appearance. 
Ə>> Flexible cable access for ease of adjustment.
Ə>> A fan unit on the top, provides heat dispersion. 
Ə>> Sheet-metal door with array-louvers greatly improve the ventilation rate.
Ə>> Optional distribution modules and �xed panels provide for a wide variety of applications. 

Note: Due to the large range of products products, if you need detailed information, please contact us or 

refer to other product data.

+86  755  33962288+86 755  33962288
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GPX97/98 Optical Distribution FrameGPX97 Optical Distribution Frame
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DPF99  AC/DC Power Distribution Cabinet

Overview

The DPF99 series of Power Distributing Cabinets are designed as the power distribution system for your 
telecommunications room. They provide a stable AC/DC power supply and the fault alarm instructions 
for digital transmitter communication equipment. The cabinet features robust construction and an easy-
to-access front interface. Power Distributing Cabinets are available in different models and con�gurations 
to suit your needs.

Description

Ə>> Air-break switch with excellent electric performanc. 
Ə>> Digitron displays current, voltage and warning circuit.
Ə>>>The power cords of DPF are pre-assembled to speed the installation.
Ə>>>System parameters panel setting, operate easily and conveniently.
Ə>>>With RS232,RS485 interface, branch circuit and external circuits can be remotely monitored.

DPF99 Power Cabinet
Note: Due to various products, if you need details information, please contact us or refer to other product data.

www.centuryman.com.cn 8

DPF99  AC/DC Power Distribution Cabinet

DPF99-A-J AC/DC Power Cabinet
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FTTCab/FTTC/FTTB FTTCab/FTTC/FTTB
FT

TX
 C

at
al

og

Fiber-To-The-Cabinet (FTTCab) uses optical �bers to replace the traditional feeder cable. The �ber optical 
network unit (ONU) is located at the node, from which other media convertor lead to users. Each ONU 
can support up to a thousand users.

Fiber-To-The-Curb (FTTC) uses optical fibers to replace traditional copper cables. The ONU is located 
at the distribution box (user lead-in), from which other media lead to users.  Typically, each ONU can 
support between 128 and 512 users.

FTTCab and FTTC mainly adopt XDSL technology to the user, making full use of the last one kilometer 
of copper, providing an economical broadband upgrade option.  This maximizes the network bandwidth 
and increases network speed. Additionally, it enables improvement of network performance and 
transference to FTTH.

Various integrated outdoor cabinets from ADC Century Man, are suitable for FTTCab and FTTC. Options 
include an integrated outdoor solution with cabinet system, equipment system, distribution system, 
power and lighting protection system, temperature-control system and environmental monitoring 
system. These solutions provide a range of different capacities and accommodate a variety of situations, 
enabling network bandwidth upgrade. They also bring the equipment closer to the users without the 
need to construct an equipment room at the �ber access point. These solutions offer complete cabinet 
protection and management to keep access equipment operating safely.

Fiber-To-The-Building (FTTB) provides voice and internet access for residents through copper wire or Wi-
Fi. FTTB can adopt FTTB+XDSL/LAN to improve broadband speeds � offering you a quick, cost-effective 
way to improve your competitive edge. Additionally, it enables you to improve network quality and 
upgrade to FTTH.

All broadband access devices provided by ADC Century Man are compatible with LAN and XDSL, making 
engineering construction faster and safer. Furthermore, these devices also overcome the shortcomings 
of traditional multimedia boxes by offering lighting protection and heat elimination.

+86  755  33962288+86 755  33962288
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ODC08-A4 1500×1200×750

1500×1450×750

1500×1450×750

19� space

27UODC08-A5

ODC08-A6

ODC08-A4
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20U
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FTTC
ab

27U

ODC08-A7 1800×1500×750

34UODC08-A8

ODC08-A9

1800×1750×750

1800×1750×750

ODC08-A Series Integrated Outdoor Cabinet 

Overview

The ODC08-A4, A5 and A6 series of outdoor cabinets are designed  for broadband access to of�ce-
buildings and apartments. The ODC08 series offers you a capacity of 512 lines, using optical �ber and 
copper wire directly through DSLAM. The ODC08 series is mainly applicable to FTTCab network nodes.
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Description

Ə>>>Compartmentalized cabinet accommodates space, temperature-control, battery and distribution.
Ə>>>Flexible con�gurations with surge arrester, AC/DC power distribution, environmental 

monitoring, ODF, MDF and heat exchange functionality.
Ə>>>Double wall structure.  
Ə>>>Protection level: IP45 with fan for heat dispersion or IP55 with heat exchanger or air conditioner.
Ə>>>Good cable management.
Ə>>>19" rack with front and rear door access.

Ordering Information

Type HxWxDȂmmȃ
Dimension Capacity Description

Equip. space Standard

1024 Internal 
lines
1200 External 
lines

Remark

Ground-installation
fan type
Ground-installation
heat exchange type
Ground-installation
air-conditioner type

Overview

The ODC08-A7, A8, and A9 series of Integrated Outdoor Cabinets are designed for broadband access to 
of�ce-buildings and apartments. The ODC08 series serves 896 broadband users, using optical �ber and 
copper wire directly through DSLAM. The ODC08 series is mainly applicable to FTTCab network nodes.

Description

Ə>>>Compartmentalized cabinet accommodates space, temperature-control, battery and distribution.
Ə>>>Flexible con�gurations with function of surge arrester, AC/DC power distribution, environmental  

 monitoring, ODF, MDF and heat exchange.
Ə>>>Double wall structure.  
Ə>>>Protection level: IP45 with fan for heat dispersion or IP55 with heat exchanger or air conditioner.
Ə>>>Good cable management.
Ə>>>19" rack with front and rear door access.
Ə>>>Optional thermal management by fan, air-conditioner or heat exchanger.

19� space

Ordering Information

Type HxWxDȂmmȃ
Dimension Capacity Description

Equip. space Standard
Remark

1920 Internal 
lines
2100 External 
lines

Ground-installation fan type

Ground installation 
air-conditioner type
Ground installation heat  
exchange type

+86  755  33962288+86 755  33962288

ODC08-A7/A9 Series Integrated Outdoor Cabinet

ODC08-A7
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ODC08-G1

FTTC
ab

30U

ODC08-G1

ODC08-G2

ODC08-G3

1650×2250×650

1650×2450×650

1650×2450×650

22U

ODC08-A1a BackODC08-A1a Front

10U

ODC08-A1a 1350×900×650

1350×1150×650

1350×1150×650

ODC08-A2a

ODC08-A3a

18U

FT
TC

ODC08-G Series Integrated Outdoor Cabinet

Overview

The ODC08-G series Integrated Outdoor Cabinets are designed  for broadband access to of�ce-buildings 
and apartments. The ODC08 series offers 896 broadband users, using optical fiber and copper wire 
directly through DSLAM. It is mainly applicable to FTTCab network nodes.

Description

Ə>>>Compartmentalized cabinet accommodates space, temperature-control, battery and distribution.
Ə>>>Flexible con�gurations of surge arrester, AC/DC power distribution, environmental 

 monitoring, ODF, MDF and heat exchange functionality.
Ə>>>Double wall structure. 
Ə>>>Optional thermal management by fan, air-conditioner or heat exchanger. 
Ə>>>Protection level: IP45 with fan for heat dispersion or IP55 with heat exchanger or air conditioner. 
Ə>>>Good cable management. 
Ə>>>19" rack with front and rear door access.  
Ə>>>Embed the existing CCC(maximal dimension:1450x1000x450(HxWxD) directly into integrated 

 outdoor cabinet. 
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19� space

Ordering Information

Type HxWxDȂmmȃ
Dimension Capacity Description

Equip. space Standard
Remark

Invaginated ground installation.
Fan type
Invaginated ground installation.
Heat exchange type
Invaginated ground installation.
Air-conditioner type

2000 
External
lines

ODC08-Aa Series Integrated Outdoor Cabinet 

Overview

The ODC08�Aa series of outdoor cabinets provide broadband access with maximum capacity of 384 users. 
Mainly suitable for medium-capacity user access and broadband upgrades, to �t for the network nodes of 
FTTC or �DSLAM move down�.

Description

Ə>>>Compartmentalized cabinet accommodates space, temperature-control, battery and distribution.
Ə>>>Flexible con�gurations with function of surge arrester, AC/DC power distribution, environmental 

 monitoring, ODF, MDF and heat exchange.
Ə>>>Double wall structure. 
Ə>>>Protection level: IP45 with fan for heat dispersion or IP55 with heat exchanger or air conditioner.
Ə>>>Good cable management.
Ə>>>19" rack with front and rear door access. 

19� space

Ordering Information

Type HxWxDȂmmȃ
Dimension Capacity Description

Equip. space Standard
Remark

384 Internal 
lines
400 External 
lines

Ground-installation Fan type

Ground installation Heat  
exchange type
Ground installation 
Air-conditioner type

+86  755  33962288+86 755  33962288
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FTTC

ODC08-C1 1100×700×500

ODC08-C2

ODC08-C3

1300×700×500

920×650×275

18U

18U

5U

FT
TC

5U

ODC08-B1 Front ODC08-B1 Back

ODC08-A1b 1650×900×650

ODC08-A2b

ODC08-A3b

ODC08-B1

ODC08-B2

ODC08-B3

1650×1150×650

1650×1150×650

1650×850×650

1650×1150×650

1650×1150×650

25U 18U
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ODC08-C Series Integrated Outdoor Cabinet

Overview

The ODC08-C series of Integrated Outdoor Cabinets are designed to ’Extend Broadband to Villages’ with 
cost-saving for construction of  rural broadband access. 

Description

Ə>>Double wall structure.
Ə>>Protection level: IP45, outdoor application.
Ə>>19" rack.
Ə>>Capacity: 256 lines. 
Ə>>Fan provides heat dispersion.
Ə>>Good cable management.
Ə>>Con�gured with AC/DC power distribution module, and surge arrester.
Ə>>Front door only.
Ə>>Aerial, pedestal and wall-mounted.

v

19� space

Ordering Information

Type HxWxDȂmmȃ
Dimension Capacity Description

Equip. space Standard

256 Internal
lines
300 External 
lines

Remark

Ground installation

Ground installation with 
battery space

Wall-mounted installation

ODC08-Ab/B Series Integrated Outdoor Cabinet

Overview

The ODC08-Ab/B series of Integrated Outdoor Cabinets provide large-scale broadband access with 
maximum capacity of 512 users. They are mainly deployed at the network nodes of FTTC.

Description

Ə>>Compartmentalized cabinet accommodates space, temperature-control, battery and distribution
Ə>>Flexible con�gurations with surge arrester, AC/DC power distribution, environmental 

monitoring, ODF, MDF and heat exchange functionality.
Ə>>Double wall structure. 
Ə>>Protection level: IP45 with fan for heat dispersion or IP55 with heat exchanger or air conditioner.
Ə>>Good cable management.
Ə>>19" rack with front and rear door access. 
Ə>>ODC08-B with separate equipment and distribution space for maintaining easier.

19� space

Ordering Information

Type HxWxDȂmmȃ
Dimension Capacity Description

Equip. space Standard
Remark

512 Internal
lines
600 External 
lines

Ground installation,fan type

Ground installation,heat exchange type

Ground installation,air-conditioner type

Ground installation,fan type

Ground installation,heat exchange type

Ground installation,air-conditioner type

+86  755  33962288+86 755  33962288

ODC08-C2 ODC08-C3


